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CT 691 

SYNTHETIC GREASE 
FORMULATE FOR TELESCOPICS CRANES 

 
WHITE AND ADHESIVE 

 

 

DESCRIPTION 
 
Pulp waterproof, insulating, anti-adherent and lubricant formulated with synthetic base oils and ultra pure 
reinforced Teflon ® (PTFE) for installation and lubrication of sliding and telescopic assemblies. 
 

ADVANTAGES 
 
Anti-adherent, long-term lubrication even under extreme climatic conditions. 
Waterproof, excellent weather resistance, extreme cold and heat waves. 
 Lubricant, optimum slip. 
Enhanced resistance to oxidation, excellent resistance to solvents, chemicals and hot and cold water. 
Enhanced dielectric characteristics, even in the presence of moisture. 
Large chemical inertness, is not corrosive towards metals. 
 

APPLICATION FIELDS 
 
Specifically formulated and recommended to the arrows of cranes used by original equipment 
manufacturers of cranes, hoists, cradles ... 
 

 Also used as lubricant for boasts mats ( see the picture). 
 
Can also be promoted in the following applications: 
Proceeds from waterproof protection and insulating. 
Protects against electrolytic corrosion. 
electrical equipment, relays, connectors, antennas ... 
Lubrication during assembly of parts to play very tight. 
 
The shift occurs easily. Lubricant surface metal / plastic, metal / elastomer. 
Bearings, joints ... 
Windshield wipers, starters ... 
Lubrication of valves and taps, slides ... 
Ideal as antiseize paste for stainless steel, aluminum and processed metals. 
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TECHNICAL CHARACTERISTICS 
 
Appearance  ................................................  white 
NLGI grade  ................................................  1 
Drop point  ..................................................  Nil 
Evaporation in 24 hours at 200° C  .............  <3% 
Freezing point  ............................................  <-60°C 
Operating temperature range  ....................  -50 to + 200°C 
Wear test (4 balls)  ......................................  <0.45 mm 
 

INSTRUCTIONS FOR USE 
 
Prior to product application, make sure that the surface is perfectly clean. 
 

PACKAGING 
 
Drum 25 kg  ref. 3691O2 x 1 
Cartridge 400 ml (normal)  ref. 3691C4 x 12 
Cartridge 400 ml LUBE SHUTTLE réf. 3691C4LS x 12 
 
Pneumatic gun to pulverize 3691C4LS réf : 700081 
 

 
 


