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Parc Industriel de la Plaine de l’Ain - 225 allée des Cèdres - 01150 Saint-Vulbas - FRANCE 
Tél. +33 (0)4 74 40 20 25 - Fax +33 (0)4 74 40 20 26 - www.orapi-maintenance.com 

 
ORAPI ® cannot be expected to know all applications in which its products are used or their conditions of use. ORAPI ® shall not be held responsible: for the suitability of its products for a given use or specific purpose, 
for the methods of application over which it has no control. The information contained in this technical data sheet can on no account be a substitute for the preliminary tests which are essential and which must be 
carried out in order to check the suitability of the product to each intended application. The user of the product described in this technical data sheet is solely responsible for all measures required to protect people and 
property from hazards that may arise from the implementation and/or use of this product. Therefore, ORAPI ® renounces any implicit or explicit guarantees, including guarantees relating to marketability or suitability for 
a certain purpose, resulting from the sale or use of its products. In particular, ORAPI ® renounces any claims for incidental or consequential damages whatsoever, including financial operating losses." 

 
 

 

NDI 

INDUSTRIAL DEGREASING CLEANER 
 

DRY SOLVENT 
 

 

 

 
DEFINITION 

Powerful industrial aerosol degreasing cleaner that leaves no residue after evaporation. 
 

ADVANTAGES 
Excellent grease remover. 
Product cleans, then evaporates completely and very quickly. Leaves no residue. 
Removes oils, greasy deposits, and harmful impurities. 
Breaks down some varnishes, mainly ‘acrylic’-type varnishes (ORAPI SR 05). 
Does not contain chlorinated solvent. 
Prepares surfaces before gluing and painting. 
 

APPLICATION FIELDS 
All metal surfaces: locks, chains, cables, etc. 
Various parts and piping where a clean and dry surface is essential (compatibility with some gases or 
materials, oxygen). 
A preliminary test is necessary for all other surfaces. 
Do not use on hot surfaces. 
 

TECHNICAL CHARACTERISTICS 
Aspect  ........................................................  liquid 
Odour  .........................................................  solvent 
Colour .........................................................  colourless 
Density (ASTM D 4052) ..............................  0.800 
Flash point (VC) (ASTM D56) .....................  <21°C 
 

INSTRUCTIONS FOR USE 
Ready to use. Spray generously. Allow NDI product to run and then evaporate. 
If necessary, wipe with a clean cloth. 
Repeat for stubborn stains and dirt. 
 

PACKAGING 
650 ml aerosol Ref. 4507 A4 x 12 
5 L jerry-can Ref. 2507 J1 x 4 
200 L drum Ref. 2507 U2 
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