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TECHNICAL DATA SHEET 

RUST VETO® 377DGHF  
RAISES WATER OFF WET METAL TO PREVENT RUST WITH A VERY THIN FILM 

Polar-type, water displacing RUST VETO® 377DGHF 

actually raises water off wet metal to coat the entire 

metal surface with an economical, long-lasting film. It 

slides under the most microscopic drops of water to 

spread a thin film of rust preventive. RUST VETO® 

377DGHF is a real multi-purpose product. Use  it 

across the board for indoor protection of critical 

surfaces  or for packaged materials. Examples are 

hardware,  ball bearings, dies, tools, fixtures, gauges, 

polished  steel, phosphatised surfaces and idle or 

stored machinery 

Applications 

RUST VETO® 377DGHF is used neat. It can be used in 

spray  applicators and most commonly used in 

various dip applications. 

Recommendation For Use 

RUST VETO® 377DGHF is used neat as supplied. For 

more information please consult our 

recommendation book and selection guide. 

Typical Physical Properties 

PROPERTY TYPICAL VALUE UNIT 

Product 

Appearance 

Dark gold brown 

fluid 
Visual 

Specific Gravity 0.850 [ASTM D4052] 

Flash Point 66 °C [ASTM D  93] 

Film character Waxy soft  

Indoor Protection 

(unwrapped) 
18 - 24 months 

Shed Protection 4 - 6 months 

 

 

Benefits 

 Non-barium rust preventative 

 Displaces water  

 Excellent coverage reduces cost  

 Compatible with lubricants  

 Easy to remove   

 High flash point  

 Use with wet metal Metal doesn’t need to be 

completely dry when RUST VETO® 377DGHF is 

applied.  

 Economical Fine film and attraction for metal 

make RUST VETO® 377DGHF “creep” across 

the metal’s surface, spreading over a large 

area.  

 Ideal for bi-metals Can be used safely with 

many combinations of ferrous or non-ferrous 

metals and alloys with no reaction.  

 Long-lasting film RUST VETO® 377DGHF has an 

antioxidant additive. It won’t break down and 

corrode metal. Resists oxidation even under 

long-term storage. Its affinity for metal means 

the film adheres to the surface, handling won’t 

wipe the film off 

Health, Safety And Handling 

Please consult the Safety Data Sheet (SDS) for 

information on storage, safe handling and disposal. 

The conditions or methods of handling, storage, use 

and disposal of the product are beyond our 

reasonable control - we assume no liability for any 

ineffectiveness of the product or any injury or 

damage, arising out of or in connection with these 

conditions. 
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